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LAMP PHOTOMETRIC REPORT

MODEL: 92EL141030/WHBK

POWER: 10W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 963.95 1m “/+1e0
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AVERAGE BEAM ANGLE (50%) :31.5 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 1964 1994 2141 2283 2448 2561 2505 2221 0- 10 245.7 245.7 25.5
20 695.8 713.8 800.2 907.3 995.7 1215 1262 936.1 10- 20 430.3 675.9 70.1
30 117.2 121.3 151.6 189.7 210.6 322.3 350.3 197.7 20- 30 229.4 905.3 93.9
40 13.72 14.67 17.23 17.27 17.64 20.64 23.29 16.69 30— 40 53.97 959.3 99.5
50 0.9788 0.7775 0.8435 0.7635 0.5868 0.4872 0.5253 0.4273 40- 50 4.462 963.7 100
60 0.2111 0.0952 0.1143 0.1255 0.0568 0.0190 0.0436 0.0191 50- 60| 0.1834 963.9 100
70 0.0731 0.0109 0.0027 0.0137 0.0216 0.0136 0.0272 0.0150 60- 70| 0.0372 963.9 100
80 0.0217 0.0014 0 0.0000 0.0162 0.0122 0.0164 0.0136 70- 80| 0.0110 963.9 100
90 0 0 0 0 0.0162 0.0122 0.0136 0.0136 80- 90| 0.0072 964.0 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:09 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL:

92EL141030/WHBK

POWER: 10W

VOLTAGE: 230V

WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--1 UNIT: cd
C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 20 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 2933 | 2933 | 2933 | 2933 | 2933 | 2933 | 2933 | 2933 | 2933 | 2933 | 2933 | 2933 | 2933 | 2933 | 2933 | 2933 | 2933 | 2933 | 2933
5 2546 | 2539 | 2536 | 2546 | 2555 | 2575 | 2592 | 2615 | 2636 | 2661 | 2682 | 2707 | 2726 | 2750 | 2770 | 2794 | 2812 | 2836 | 2867
10 1964 | 1953 | 1946 | 1959 | 1977 | 2010 | 2039 | 2075 | 2104 | 2141 | 2170 | 2208 | 2235 | 2270 | 2296 | 2328 | 2353 | 2392 | 2448
15 1263 | 1254 | 1243 | 1261 | 1272 | 1304 | 1322 | 1360 | 1385 | 1428 | 1456 | 1498 | 1523 | 1564 | 1580 | 1607 | 1614 | 1642 | 1697
20 696 | 685 | 682 | 693 | 704 | 723 | 738 | 758 | 802 | 800 | 818 | 852 | 871 | 902 | 913 | 932 | 935 | 954 | 996
25 325 | 320 | 318 | 325 | 332 | 345 | 354 | 366 | 374 | 387 | 400 | 417 | 432 | 449 | 456 | 463 | 462 | 469 | 494
30 117 | 114 | 113 | 116 | 118 | 124 | 130 | 138 | 143 | 152 | 159 | 190 | 179 | 188 | 191 | 194 | 194 | 198 | 211
35 38.3|38.0|38.3|39.8|41.4|43.7|45.6|48.0|50.1|52.9|56.0|60.7|64.7 | 68.5(69.9|71.0|71.2|72.8]77.9
40 13.7 | 13.7 | 13.6 | 13.9 | 14.3 | 15.1 | 15.6 | 16.3 | 16.7 | 17.2 | 17.3 | 17.5 | 17.5 | 17.5 | 17.1 | 17.0 | 16.8 | 17.1 | 17.6
45 4.71|4.73 | 4.65|4.73|4.75|4.89|4.94|5.11 | 5.14 [ 5.17 | 5.01 | 4.91 | 4.64 | 4.46 | 4.23 | 4.19 | 4.13 | 4.22 | 3.86
50 0.98|0.84|0.79|0.77 | 0.79|0.77 | 0.80 | 0.79 | 0.85|0.84|0.83|0.79|0.78|0.76 0.77 | 0.78 | 0.83 | 0.91 | 0.59
55 0.34|0.20 | 0.21 | 0.18 | 0.21 | 0.18 | 0.22 | 0.20 | 0.25 | 0.23 | 0.25 | 0.22 | 0.25 | 0.23 | 0.26 | 0.24 | 0.28 | 0.28 | 0.09
60 0.21|0.09|0.11 | 0.08 | 0.10 | 0.09 | 0.11 | 0.09 | 0.13 | 0.11 | 0.13 | 0.11 | 0.14 | 0.11 ([ 0.14 | 0.11 | 0.15 | 0.12 | 0.06
65 0.12 | 0.02 | 0.05 | 0.02 | 0.05 | 0.02 | 0.05 | 0.03 | 0.06 | 0.04 | 0.06 | 0.04 | 0.07 | 0.04 | 0.07 | 0.04 | 0.07 | 0.05 | 0.04
70 0.07 | 0.00 | 0.02 | 0.00 | 0.02 | 0.00 | 0.02 | 0.00 | 0.02 | 0.00 | 0.03 | 0.00 | 0.02 | 0.00 | 0.02 | 0.00 | 0.02 | 0.00 | 0.02
75 0.05| 0.00 | 0.01|0.00|0.01|0.00|0.01|0.00|0.01|0.00|0.01|0.00/|0.01|0.00|0.01|0.00/|0.01|0.00]|0.02
80 0.02 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 [ 0.00 | 0.00 | 0.00 | 0.00 | 0.02
85 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00|0.00|0.00|0.00|0.00/|0.00|0.00|0.00|0.00]|0.00]0.02
90 0.00 | 0.00 | 0.00 | 0.00 | 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00/|0.00|0.00|0.00/|0.00|0.00]/0.02
C Range: - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2.5DEG

Test Speed: MEDIUM
Temperature:25.3°C
Operators:

Test Date:09 December 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92EL141030/WHBK
POWER: 10W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 2933 | 2933 | 2933 | 2933 | 2933 | 2933 | 2933 | 2933 | 2933 | 2933 | 2933 | 2933 | 2933 | 2933 | 2933 | 2933 | 2933
5 2876 | 2889 | 2892 | 2894 | 2887 | 2882 | 2867 | 2854 | 2830 | 2803 | 2770 | 2738 | 2697 | 2663 | 2626 | 2599 | 2571
10 2472 | 2506 | 2528 | 2557 | 2565 | 2571 | 2558 | 2541 | 2505 | 2461 | 2400 | 2335 | 2256 | 2187 | 2113 | 2057 | 2006
15 1723 | 1779 | 1822 | 1882 | 1919 | 1953 | 1955 | 1948 | 1908 | 1856 | 1777 | 1698 | 1595 | 1513 | 1427 | 1367 | 1309
20 1018 | 1070 | 1119 | 1191 | 1239 | 1291 | 1303 | 1304 | 1262 | 1215 | 1136 | 1063 | 972 | 900 | 826 | 776 | 731
25 512 | 549 | 590 | 647 | 693 | 733 | 746 | 744 | 716 | 679 | 625 | 569 | 505 | 453 | 406 | 373 | 345
30 221 | 242 | 269 | 306 | 339 | 364 | 372 | 369 | 350 | 325 | 290 | 252 | 213 | 182 | 157 | 141 | 127
35 90.1 | 91.4| 103 | 122 | 138 | 152 | 155 | 152 | 140 | 128 | 110 | 91.0 | 73.0 | 60.1 | 50.4 | 44.4 | 40.1
40 17.9|18.7 | 19.1 | 20.2 | 21.1 | 22.8 [ 23.3|24.0|23.3|22.5|20.9|19.4|17.4|16.0|14.6| 14.0 | 13.4
45 3.80 | 3.96|4.02|4.13 |4.17 | 4.43 | 4.64 |4.82|4.85|4.88|4.77|4.68 |4.50|4.44 | 4.31|4.30|4.19
50 0.52 | 0.50 | 0.52 | 0.49 | 0.49 | 0.47 | 0.49 | 0.49 | 0.53 | 0.50 | 0.48 | 0.43 [ 0.43 | 0.42 | 0.47 | 0.49 | 0.55
55 0.05|0.02|0.04|0.02|0.04|0.02|0.04|0.02|0.06|0.02|0.04|0.01|0.04|0.01|0.04|0.02]0.05
60 0.04 | 0.01|0.03|0.01|0.03|0.01|0.03|0.01|0.04|0.01|0.02|0.01|0.02|0.01|0.03|0.01]0.04
65 0.03|0.01|0.02|0.01|0.02|0.01|0.02|0.01|0.04|0.01|0.02|0.01|0.02|0.01|0.02|0.01]0.03
70 0.02 | 0.01|0.02|0.01|0.02|0.01|0.02|0.01|0.03|0.01|0.02|0.01|0.02|0.01|0.02|0.01]0.02
75 0.02 | 0.01|0.02|0.01|0.02|0.01|0.02|0.01|0.02|0.01|0.02|0.01|0.01|0.01|0.01|0.01]0.02
80 0.02 | 0.01|0.01|0.01|0.01|0.01|0.01|0.01|0.02|0.01|0.01{0.010.01|0.01|0.01|0.01]0.02
85 0.01|0.01|0.01|0.01|0.01|0.01|0.01|0.01|0.02|0.01|0.01{0.010.01|0.01|0.01|0.01]0.01
90 0.01|0.01|0.01{0.01|0.01|0.01|0.01|0.01|0.01|0.01|0.01{0.01|0.01|0.01|0.01|0.01]0.01
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:09 December 2022 Remarks:




