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LAMP PHOTOMETRIC REPORT

MODEL: 93ZFLD2030/BL

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1671.2 1m ~/+180
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AVERAGE BEAM ANGLE (50%) :59.5 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 1967 1674 1451 1654 1935 1820 1602 1847 0- 10 173.9 173.9 10.4
20 1845 1330 1042 1301 1764 1417 1117 1451 10- 20 442.6 616.5 36.9
30 1216 985.7 519.2 927.1 1158 1076 808.4 1133 20- 30 556.8 1173 70.2
40 399.3 310.2 45.51 300.8 351.0 480.6 64.97 515.6 30— 40 377.1 1550 92.8
50 64.84 27.84 11.54 26.12 64.47 37.48 16.35 40.89 40- 50 99.06 1650 98.7
60 12.35 5.583 4.006 5.195 12.55 6.595 5.301 7.075 50- 60 17.17 1667 99.7
70 2.119 1.077 0.5829 0.9999 1.949 1.463 1.599 1.512 60— 70 3.992 1671 100
80 0.1328 0.0856 0.0436 0.0805 0.0948 0.0897 0.0954 0.0860 70- 80| 0.4398 1671 100
90 0.0704 0.0544 0.0463 0.0505 0.0948 0.0829 0.0708 0.0791 80- 90| 0.0795 1671 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:29 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93ZFLD2030/BL

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 1893 | 1893 | 1893 | 1893 | 1893 | 1893 | 1893 | 1893 | 1893 | 1893 | 1893 | 1893 | 1893 | 1893 | 1893 | 1893 | 1893 | 1893 | 1893
5 1931 | 1912 | 1886 | 1858 | 1826 | 1793 | 1769 | 1751 | 1731 | 1729 | 1726 | 1742 | 1756 | 1785 | 1811 | 1841 | 1867 | 1889 | 1904
10 1967 | 1932 | 1869 | 1787 | 1712 | 1636 | 1557 | 1504 | 1460 | 1451 | 1453 | 1488 | 1536 | 1613 | 1694 | 1779 | 1846 | 1903 | 1935
15 1953 | 1894 | 1789 | 1671 | 1547 | 1445 | 1350 | 1279 | 1223 | 1207 | 1213 | 1260 | 1329 | 1429 | 1535 | 1659 | 1762 | 1849 | 1901
20 1845 | 1775 | 1659 | 1524 | 1385 | 1276 | 1185 | 1118 | 1061 | 1042 | 1050 | 1100 | 1160 | 1249 | 1353 | 1480 | 1599 | 1701 | 1764
25 1584 | 1516 | 1414 | 1320 | 1218 | 1138 | 1058 | 973 | 890 | 864 | 880 955 | 1027 | 1103 | 1167 | 1250 | 1342 | 1438 | 1500
30 1216 | 1169 | 1093 | 1046 | 1016 | 955 | 800 664 | 551 | 519 | 550 659 | 771 913 | 941 975 | 1038 | 1110 | 1158
35 808 | 774 | 751 | 756 | 730 617 | 380 | 202 | 132 | 119 | 131 | 206 | 380 | 584 689 | 707 698 | 714 | 735
40 399 | 402 | 412 | 450 | 409 | 211 | 87.2 | 57.4|47.9|45.5| 46.7 | 56.0 | 86.5 | 212 | 389 | 408 | 368 | 350 | 351
45 163 | 185 | 178 | 199 | 128 | 54.6 | 34.7 | 27.4 | 23.7|22.6|23.0|26.3|33.0|53.2| 123 | 187 | 150 | 144 | 147
50 64.8 | 67.4|71.1|60.5|33.5|22.1(17.0|14.0|12.2|11.5|11.8| 13.4|16.2|20.7 | 31.6|53.8 | 65.7 | 64.6 | 64.5
55 26.9|28.0|27.6|18.9|12.8|10.7 | 8.96|7.78 | 6.90 | 6.54 | 6.73 | 7.43 | 8.49 | 9.91 | 11.9 | 18.1 | 27.6 | 28.5 | 28.0
60 12.4|12.6 | 11.2 | 7.59 | 5.82 | 5.35|4.85|4.57 | 4.21|4.01|4.10| 4.36 | 4.56|4.94|5.45|7.37|11.5|12.9 | 12.6
65 5.84 | 5.76 | 4.71 | 3.38 | 2.72 | 2.61|2.51|2.53|2.41 |2.27|2.36|2.39|2.33|2.41|2.55|3.27|4.79|5.82|5.71
70 2.12 (2.04|1.59|1.26 | 1.11 |1.04 | 0.97 | 0.91 | 0.67 | 0.58 | 0.66 | 0.85 | 0.88 | 0.96 | 1.04 |1.18 | 1.58 | 2.02 | 1.95
75 0.24 (0.19|0.21|0.21|0.26 | 0.17 | 0.13 | 0.08 | 0.10 | 0.07 | 0.10 | 0.08 | 0.13 | 0.15 | 0.23 | 0.18 | 0.20 | 0.18 | 0.11
80 0.130.10| 0.12 | 0.09| 0.11 | 0.07 | 0.08 | 0.05 | 0.07 | 0.04 | 0.07 | 0.05 | 0.08 | 0.06 | 0.10 | 0.08 | 0.12 | 0.09 | 0.09
85 0.08 |0.07|0.08|0.06|0.07|0.05|0.05|0.04|0.05|0.04|0.05|0.05|0.05|0.05/|0.06|0.06/|0.08|0.06]0.09
90 0.07 | 0.07 | 0.07 | 0.06 | 0.06 | 0.05|0.05|0.05|0.05|0.05|0.05|0.05|0.05|0.05|0.05|0.06|0.06|0.06]0.09
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: HIGH

Temperature:25.3°C

Operators:

Test Date:29 August 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93ZFLD2030/BL

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350

0 1893 | 1893 | 1893 | 1893 | 1893 | 1893 | 1893 | 1893 | 1893 | 1893 | 1893 | 1893 | 1893 | 1893 | 1893 | 1893 | 1893
5 1916 | 1921 | 1920 | 1914 | 1904 | 1896 | 1885 | 1882 | 1878 | 1886 | 1892 | 1907 | 1919 | 1932 | 1941 | 1944 | 1942
10 1949 | 1942 | 1912 | 1858 | 1782 | 1716 | 1648 | 1620 | 1602 | 1630 | 1665 | 1737 | 1809 | 1885 | 1942 | 1975 | 1983
15 1915 | 1885 | 1796 | 1681 | 1551 | 1448 | 1361 | 1322 | 1304 | 1337 | 1387 | 1480 | 1580 | 1712 | 1836 | 1935 | 1967
20 1776 | 1730 | 1598 | 1474 | 1360 | 1266 | 1180 | 1133 | 1117 | 1148 | 1202 | 1291 | 1385 | 1518 | 1666 | 1801 | 1873
25 1509 | 1461 | 1367 | 1284 | 1198 | 1143 | 1084 | 1041 | 1021 | 1056 | 1106 | 1170 | 1236 | 1341 | 1447 | 1568 | 1611
30 1167 | 1136 | 1086 | 1078 | 1075 | 1025 | 916 | 838 | 808 | 855 | 937 | 1062 | 1124 | 1141 | 1147 | 1205 | 1242
35 761 | 786 | 813 | 840 | 810 | 705 | 485 | 331 | 277 | 335 | 497 | 735 | 866 | 888 | 843 | 847 | 832
40 373 | 422 | 488 | 546 | 415 | 258 | 87.7 | 69.2 | 65.0 | 70.0 | 88.9 | 269 | 445 | 586 | 534 | 466 | 425
45 154 | 197 | 217 | 221 | 86.7 | 48.8 | 38.0 | 34.1 | 32.9 | 35.1 | 40.0 | 51.9 | 91.6 | 244 | 260 | 207 | 176
50 68.1|75.7|70.8 | 47.1|27.9|22.1|18.6|17.0|16.3 |17.4|19.6|23.9|30.4|51.4|98.3|83.0|69.5
55 29.5|31.2|22.9|15.4 |12.5|11.4 | 10.0|9.19|8.83|9.41 | 10.6 | 12.3 ([ 13.6 | 16.9 | 24.5 | 31.1 | 28.0
60 13.1 | 13.0| 9.15 | 6.87 | 6.32 | 6.07 | 5.80 | 5.50 | 5.30 | 5.62 | 6.05 | 6.50 | 6.78 | 7.37 | 9.58 | 12.7 | 12.5
65 5.96 | 5.65 | 4.17 | 3.34 | 3.20 | 3.27 | 3.36 | 3.39 | 3.26 | 3.46 | 3.50 | 3.47 | 3.38 | 3.54 | 4.30 | 5.56 | 5.76
70 2.17 | 2.04|1.59|1.47 |1.46 |1.52 |1.64|1.70|1.60|1.75|1.72|1.61 |1.51|1.51|1.64|2.05] 2.12
75 0.13]0.13|0.25|0.38 | 0.37|0.23|0.13|0.10| 0.13 | 0.10 | 0.14 | 0.26 [ 0.39 | 0.38 | 0.26 | 0.16 | 0.13
80 0.10|0.09|0.10| 0.08 | 0.10 | 0.08 | 0.10 | 0.07 | 0.10 | 0.07 | 0.09 | 0.08 [ 0.09 | 0.08 | 0.10 | 0.08 | 0.10
85 0.09|0.09|0.09|0.08|0.08|0.08|0.08|0.07|0.08|0.07|0.08|0.08[0.08|0.08|0.08|0.08/0.09
90 0.09|0.09|0.09|0.09|0.08|0.08|0.08|0.07|0.07|0.07|0.08|0.08|0.08|0.08|0.08|0.08/0.09
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:29 August 2022 Remarks:




