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LAMP PHOTOMETRIC REPORT

MODEL: 98SOL104

POWER: 200W VOLTAGE: 0V WORKING VOLTAGE: 0V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1501.7 1m ~/+180
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10 509.8 511.5 511.6 511.5 510.5 507.0 507.2 506.9 0- 10 48.94 48.94 3.26
20 490.8 493.7 494.8 494.0 491.4 488.9 488.7 489.1 10- 20 141.9 190.8 12.7
30 456.6 462.2 466.0 462.9 458.1 455.2 452.6 455.4 20- 30 220.0 410.8 27.4
40 404.4 414.8 415.9 415.8 407.5 403.5 401.4 402.9 30— 40 272.5 683.3 45.5
50 329.6 343.6 345.7 345.6 335.4 332.7 330.0 331.1 40- 50 289.0 972.4 64.7
60 233.0 247.2 252.1 251.3 242.2 239.1 236.2 235.6 50- 60 260.4 1233 82.1
70 121.0 132.8 138.6 138.4 128.9 127.9 126.2 122.8 60— 70 184.9 1418 94.4
80 15.31 23.80 25.62 26.44 19.31 22.11 21.44 20.33 70- 80 77.18 1495 99.5
90 0.6893 0.6850 0.6724 0.7038 0.5916 0.6333 0.6234 0.6138 80- 90 6.901 1502 100
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DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - O90DEG
C Interval: 15.0DEG Interval: 5.0DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:04 November 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL:

98S0OL104

POWER: 200W

VOLTAGE: 0V

WORKING VOLTAGE: 0V

MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 15 30 45 60 75 90 105 | 120 | 135 | 150 | 165 | 180 | 195 | 210 | 225 | 240 | 255 | 270
0 516 | 516 | 516 | 516 | 516 | 516 | 516 | 516 | 516 | 516 | 516 | 516 | 516 | 516 | 516 | 516 | 516 | 516 | 516
5 515 | 515 | 516 | 516 | 516 | 516 | 516 | 516 | 516 | 516 | 516 | 515 | 515 | 514 | 513 | 513 | 512 | 512 | 512
10 510 | 511 | 511 | 511 | 512 | 512 | 512 | 512 | 512 | 511 | 511 | 511 | 510 | 509 | 508 | 507 | 507 | 507 | 507
15 502 | 503 | 504 | 504 | 504 | 505 | 505 | 505 | 504 | 504 | 504 | 504 | 503 | 501 | 500 | 500 | 500 | 500 | 500
20 491 | 492 | 493 | 494 | 494 | 495 | 495 | 494 | 494 | 494 | 493 | 492 | 491 | 489 | 489 | 489 | 489 | 489 | 489
25 476 | 477 | 478 | 480 | 481 | 482 | 483 | 482 | 481 | 480 | 479 | 478 | 477 | 475 | 475 | 474 | 474 | 473 | 473
30 457 | 458 | 461 | 462 | 465 | 466 | 466 | 466 | 465 | 463 | 462 | 460 | 458 | 456 | 456 | 455 | 454 | 453 | 453
35 432 | 435 | 438 | 441 | 443 | 443 | 443 | 443 | 443 | 442 | 439 | 437 | 435 | 433 | 433 | 432 | 430 | 429 | 429
40 404 | 407 | 410 | 415 | 416 | 416 | 416 | 417 | 416 | 416 | 413 | 410 | 408 | 406 | 405 | 403 | 402 | 402 | 401
45 370 | 373 | 378 | 382 | 383 | 384 | 384 | 384 | 385 | 384 | 381 | 377 | 374 | 373 | 372 | 371 | 370 | 368 | 368
50 330 | 334 | 339 | 344 | 346 | 346 | 346 | 346 | 347 | 346 | 343 | 338 | 335 | 334 | 333 | 333 | 332 | 330 | 330
55 284 | 288 | 294 | 299 | 301 | 303 | 302 | 303 | 303 | 302 | 298 | 294 | 291 | 290 | 289 | 288 | 289 | 286 | 286
60 233 | 237 | 242 | 247 | 252 | 252 | 252 | 253 | 253 | 251 | 248 | 245 | 242 | 240 | 240 | 239 | 239 | 237 | 236
65 178 | 182 | 186 | 191 | 195 | 198 | 197 | 199 | 198 | 196 | 193 | 190 | 188 | 186 | 186 | 185 | 185 | 184 | 182
70 121 | 125 | 128 | 133 | 136 | 139 | 139 | 141 | 139 | 138 | 135 | 132 | 129 | 127 | 128 | 128 | 128 | 127 | 126
75 60.4 | 63.6 | 69.6 | 76.9 | 75.4 | 75.5|74.3 | 77.0 | 78.8 | 80.5|76.2 | 70.5| 67.0 | 66.9 | 70.5 | 72.6 | 71.3 | 69.4 | 66.1
80 15.3 | 17.3[20.9|23.8(26.1|25.6|25.6|26.6|27.5|26.4|24.4(21.1|19.3|19.6|21.4|22.1|23.7|22.3|21.4
85 0.89|0.87|0.93|1.27|1.96|2.40|2.20|2.51(2.19|1.62|0.96|0.90|0.80|0.83|0.85|1.13|1.52|1.58|1.41
90 0.69|0.69|0.68|0.68|0.70 | 0.70 | 0.67 | 0.68 | 0.70 | 0.70 | 0.71 | 0.70 | 0.59 | 0.62 | 0.62 | 0.63 | 0.63 | 0.63 | 0.62
C Range: - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 5.0DEG

Test Speed: MEDIUM
Temperature:25.3°C
Operators:

Test Date:04 November 2022

Y
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Remarks:

st System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98SOL104
POWER: 200W VOLTAGE: 0V WORKING VOLTAGE: 0V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd

C (DEG)

y (DEG) 285 | 300 | 315 | 330 | 345
0 516 | 516 | 516 | 516 | 516
5 512 | 513 | 513 | 514 | 514
10 508 | 507 | 507 | 507 | 508
15 500 | 500 | 500 | 500 | 500
20 489 | 489 | 489 | 489 | 489
25 473 | 474 | 474 | 475 | 474
30 453 | 454 | 455 | 456 | 455
35 429 | 430 | 432 | 433 | 432
40 402 | 403 | 403 | 404 | 404
45 369 | 370 | 370 | 371 | 370
50 330 | 331 | 331 | 331 | 330
55 286 | 287 | 286 | 285 | 284
60 236 | 237 | 236 | 234 | 233
65 183 | 182 | 180 | 179 | 178
70 126 | 125 | 123 | 123 | 121
75 67.4 | 67.4|69.2 | 65.4 | 61.3
80 21.221.9|20.3|19.0 | 16.2
85 1.44 | 1.40 | 0.90 | 0.79 | 0.80
90 0.62 | 0.62 | 0.61 | 0.60 | 0.59
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 5.0DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:04 November 2022 Remarks:




