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LAMP PHOTOMETRIC REPORT

MODEL: 99XLED620

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1917.6 1m ~/+180
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AVERAGE BEAM ANGEE (50%):113.2 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 652.0 651.6 651.8 652.3 652.9 653.1 653.1 652.6 0- 10 62.82 62.82 3.28
20 618.0 617.4 617.9 618.8 619.8 620.4 620.4 619.4 10- 20 180.2 243.0 12.7
30 562.8 561.9 562.7 564.0 565.3 566.5 566.6 565.1 20- 30 273.9 516.9 27
40 488.3 487.2 488.2 489.7 491.5 492.9 493.4 491.3 30— 40 331.3 848.2 44.2
50 396.9 395.7 397.2 398.8 400.6 402.6 403.3 400.6 40- 50 344.5 1193 62.2
60 292.6 291.6 293.7 295.1 296.5 299.2 300.6 297.3 50- 60 311.7 1504 78.5
70 182.1 181.4 183.4 185.5 186.0 189.2 190.3 187.5 60— 70 238.5 1743 90.9
80 76.39 75.48 75.61 79.59 80.75 79.71 81.70 77.96 70- 80 138.6 1882 98.1
90 1.113 1.150 1.099 1.156 1.178 1.011 1.012 1.002 80- 90 36.05 1918 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - O90DEG
C Interval: 10.0DEG Interval: 2.0DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:09 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99XLED620

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--1 UNIT: cd
C (DEG)
y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180

0 664 664 664 664 664 664 664 664 664 664 664 664 664 664 664 664 664 664 664
5 662 662 662 662 662 662 662 662 662 662 662 662 662 662 662 662 662 662 662
10 652 652 652 652 652 652 652 652 652 652 652 652 652 652 652 653 | 653 | 653 | 653
15 641 641 641 641 641 641 641 641 641 641 641 641 641 641 642 642 642 642 642
20 618 618 618 618 617 617 617 618 618 618 618 618 618 619 | 619 | 619 | 619 | 620 620
25 598 | 598 | 598 | 598 | 598 | 598 | 598 | 598 | 598 | 598 | 598 | 599 | 599 | 599 | 599 | 600 600 600 601
30 563 | 563 | 562 | 562 | 562 | 562 | 562 | 562 | 562 | 563 | 563 | 563 | 563 | 564 | 564 | 565 | 565 | 565 | 565
35 535 | 535 | 534 | 534 | 534 | 534 | 534 | 535 | 535 | 535 | 535 | 536 | 536 | 536 | 537 | 537 | 537 | 538 | 538
40 488 | 488 | 487 | 487 | 487 | 487 | 487 | 488 | 488 | 488 | 488 | 489 | 489 | 490 | 490 | 491 | 491 | 491 | 491
45 454 | 453 | 453 | 453 | 452 | 452 | 452 | 453 | 453 | 454 | 454 | 454 | 455 | 455 | 455 | 456 | 456 | 457 | 457
50 397 | 397 | 396 | 396 | 396 | 396 | 396 | 396 | 397 | 397 | 397 | 398 | 398 | 399 | 399 | 399 | 400 | 400 | 401
55 356 | 356 | 355 | 355 | 355 | 355 | 355 | 356 | 356 | 357 | 357 | 358 | 358 | 358 | 359 | 359 | 359 | 360 | 360
60 293 | 292 | 291 | 292 | 291 | 292 | 292 | 293 | 293 | 294 | 294 | 295 | 295 | 295 | 295 | 296 | 296 | 296 | 297
65 249 | 248 | 248 | 248 | 248 | 248 | 248 | 249 | 250 | 250 | 251 | 251 | 251 | 252 | 251 | 252 | 252 | 252 | 252
70 182 | 182 | 181 | 181 | 181 | 182 | 182 | 182 | 183 | 183 | 184 | 185 | 185 | 185 | 185 | 186 | 185 | 186 | 186
75 139 | 138 | 138 | 138 | 137 | 138 | 138 | 138 | 138 | 139 | 139 | 141 | 141 | 142 | 142 | 143 | 142 | 143 | 143
80 76.4 | 77.2|76.3|76.1|75.5|75.4 | 74.8|75.1|74.9|75.6|75.9|77.2|77.9|79.2|80.0|81.0|81.4|82.1]80.7
85 39.7|40.4|39.3|38.6|37.5|36.7|35.8|35.5(35.2|35.6|35.9|37.1|38.2|39.9|41.3|43.0|44.2|45.343.6
90 1.11|1.11|1.15|1.15|1.16|1.14|1.11|1.11|1.10{1.10|1.10|1.10|1.12|1.14 |1.17|1.17|1.19|1.23|1.18
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .0DEG

Test Speed: MEDIUM
Temperature:25.3°C
Operators:
Test Date:09 August 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99XLED620

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350

0 664 | 664 | 664 | 664 | 664 | 664 | 664 | 664 | 664 | 664 | 664 | 664 | 664 | 664 | 664 | 664 | 664
5 662 | 662 | 662 | 662 | 662 | 662 | 662 | 662 | 662 | 662 | 662 | 662 | 662 | 662 | 662 | 662 | 662
10 653 | 653 | 653 | 653 | 653 | 653 | 653 | 653 | 653 | 653 | 653 | 653 | 653 | 653 | 652 | 652 | 652
15 642 | 642 | 643 | 643 | 643 | 643 | 643 | 643 | 643 | 643 | 642 | 642 | 642 | 642 | 642 | 641 | 641
20 620 | 620 | 620 | 620 | 620 | 621 | 621 | 621 | 620 | 620 | 620 | 620 | 619 | 619 | 619 | 619 | 618
25 601 | 601 | 601 | 601 | 601 | 602 | 602 | 602 | 601 | 601 | 601 | 601 | 600 | 600 | 600 | 599 | 599
30 565 | 566 | 566 | 566 | 566 | 567 | 567 | 567 | 567 | 567 | 566 | 566 | 565 | 565 | 564 | 564 | 563
35 538 | 539 | 539 | 539 | 539 | 540 | 540 | 540 | 540 | 539 | 539 | 539 | 538 | 538 | 537 | 536 | 536
40 492 | 492 | 493 | 493 | 493 | 493 | 493 | 494 | 493 | 493 | 493 | 492 | 492 | 491 | 490 | 490 | 489
45 457 | 458 | 458 | 459 | 459 | 459 | 459 | 460 | 459 | 459 | 458 | 458 | 457 | 457 | 456 | 455 | 454
50 401 | 402 | 402 | 402 | 403 | 403 | 403 | 404 | 403 | 403 | 402 | 402 | 401 | 400 | 399 | 398 | 398
55 361 | 361 | 362 | 362 | 363 | 363 | 363 | 364 | 363 | 363 | 363 | 362 | 361 | 360 | 359 | 358 | 357
60 297 | 298 | 298 | 299 | 299 | 300 | 300 | 301 | 301 | 300 | 300 | 299 | 298 | 297 | 295 | 295 | 293
65 253 | 254 | 254 | 255 | 256 | 257 | 257 | 258 | 257 | 257 | 256 | 256 | 254 | 253 | 252 | 251 | 249
70 186 | 187 | 188 | 189 | 189 | 190 | 190 | 191 | 190 | 190 | 190 | 189 | 188 | 187 | 186 | 184 | 183
75 143 | 144 | 144 | 145 | 145 | 146 | 146 | 146 | 146 | 146 | 145 | 145 | 144 | 143 | 141 | 141 | 139
80 79.4|79.3|79.1|79.5|79.9|81.5|82.0|82.1|81.7|81.8|81.4|80.3(78.3|77.6|76.4|76.1]|75.6
85 41.3 | 40.8 | 40.0 | 39.6 | 39.3 | 40.6 | 42.1 | 42.0 | 41.6 | 41.7 | 41.5 | 39.3 | 37.6 | 37.7 | 37.4 | 37.6 | 37.6
90 1.31(1.28|1.11|1.02|1.01|1.00|1.04|1.02|1.01|0.99(0.99|0.98|1.00|1.00|1.02|1.00|0.98
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.0DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:09 August 2022 Remarks:




