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LAMP PHOTOMETRIC REPORT

MODEL: 99XPanel021W

POWER: 48W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):114.1 DEG
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TOTAL FLUX: 4294.7 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

1460 1455 1460 1454 1461 1453 1457 1454 140.1 140.1 3.26

1388 1381 1383 1380 1389 1378 1380 1379 402.0 542.1 12.6

1273 1264 1261 1263 1272 1259 1256 1260 611.6 1154 26.9

1113 1105 1096 1104 1113 1099 1089 1100 741.7 1895 44.1

916.1 905.7 895.3 905.4 915.6 901.4 887.9 899.9 774.8 2670 62.2

685.4 675.3 664.4 673.8 682.9 670.3 658.5 669.4 705.2 3375 78.6

429.7 422.8 414.8 421.9 428.1 419.9 410.3 417.9 541.0 3916 91.2

177.8 179.1 172.0 178.7 177.7 180.3 173.1 177.7 312.5 4229 98.5

2.368 0 0 0 2.698 0 0 0 65.91 4295 100

H( ) Range:-90 -  90DEG
H( ) Interval:  1.0DEG

V(B) Range:-80 -  80DEG
V(B) Interval:  5.0DEG




Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:08 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99XPanel021W

POWER: 48W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 1484

5 1478

10 1460

15 1430

20 1388

25 1337

30 1273

35 1199

40 1113

45 1019

50 916

55 805

60 685

65 559

70 430

75 301

80 178

85 57.7

90 2.37

5

1484

1477

1458

1427

1385

1332

1268

1194

1109

1016

913

802

684

559

429

300

170

56.7

0.00

10

1484

1476

1457

1425

1383

1331

1267

1194

1111

1020

915

801

682

559

428

299

171

65.1

0.00

15

1484

1476

1455

1424

1383

1331

1270

1198

1110

1015

912

804

682

558

428

299

175

69.8

0.00

20

1484

1475

1455

1424

1384

1334

1270

1193

1108

1017

912

800

684

556

427

300

177

72.6

0.00

25

1484

1474

1454

1425

1386

1333

1266

1192

1110

1014

910

801

680

556

428

299

178

73.3

0.00

30

1484

1474

1454

1427

1388

1330

1265

1194

1106

1012

911

797

680

554

426

299

178

72.2

0.00

35

1484

1473

1454

1428

1384

1328

1266

1191

1104

1014

907

797

677

554

425

298

179

63.7

0.00

40

1484

1473

1454

1430

1382

1328

1268

1188

1105

1009

905

794

676

551

424

297

179

55.0

0.00

45

1484

1473

1455

1428

1381

1329

1264

1187

1105

1006

906

791

675

549

423

296

179

46.2

0.00

50

1484

1472

1456

1426

1381

1331

1261

1187

1101

1005

901

790

671

548

421

296

178

37.7

0.00

55

1484

1472

1456

1425

1380

1329

1260

1188

1098

1006

899

790

669

547

420

296

177

29.6

0.00

60

1484

1473

1458

1424

1381

1327

1259

1185

1096

1004

897

788

667

545

419

296

176

22.2

0.00

65

1484

1473

1458

1423

1382

1325

1259

1183

1096

1001

896

785

666

544

417

295

175

15.7

0.00

70

1484

1473

1459

1422

1381

1324

1260

1181

1095

999

896

783

666

542

416

295

174

10.2

0.00

75

1484

1472

1459

1422

1382

1323

1260

1180

1095

997

895

782

665

541

416

294

173

5.79

0.00

80

1484

1472

1460

1422

1383

1322

1261

1179

1095

996

895

781

665

540

415

294

173

2.59

0.00

85

1484

1472

1460

1422

1383

1322

1261

1178

1096

996

895

780

665

540

415

293

172

0.65

0.00

90

1484

1472

1460

1422

1383

1322

1261

1178

1096

996

895

780

664

540

415

293

172

0.00

0.00

H( ) Range:-90 -  90DEG
H( ) Interval:  1.0DEG

V(B) Range:-80 -  80DEG
V(B) Interval:  5.0DEG




Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:08 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99XPanel021W

POWER: 48W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

95

0 1484

5 1472

10 1460

15 1422

20 1383

25 1321

30 1260

35 1178

40 1095

45 995

50 895

55 780

60 665

65 540

70 414

75 293

80 172

85 0.65

90 0.00

100

1484

1473

1460

1422

1383

1322

1261

1179

1096

996

895

781

665

540

415

293

173

2.59

0.00

105

1484

1473

1459

1422

1383

1323

1259

1180

1095

997

895

781

665

541

415

294

173

5.79

0.00

110

1484

1472

1458

1422

1382

1323

1259

1181

1095

998

895

782

665

542

416

294

174

10.2

0.00

115

1484

1472

1458

1422

1381

1325

1259

1183

1095

1000

896

784

666

543

417

295

175

15.7

0.00

120

1484

1472

1457

1423

1380

1326

1259

1185

1096

1003

896

787

667

545

418

295

176

22.2

0.00

125

1484

1472

1456

1424

1380

1328

1259

1188

1097

1005

898

789

668

547

419

295

177

29.6

0.00

130

1484

1473

1455

1425

1380

1330

1261

1186

1100

1005

901

789

671

548

420

294

178

37.7

0.00

135

1484

1472

1454

1428

1380

1329

1263

1186

1104

1005

905

790

674

548

422

295

179

46.3

0.00

140

1484

1473

1454

1429

1382

1328

1267

1187

1104

1008

905

793

674

549

423

296

179

55.2

0.00

145

1484

1473

1454

1427

1384

1327

1265

1189

1103

1013

905

797

675

552

423

297

178

64.0

0.00

150

1484

1474

1454

1426

1387

1329

1264

1193

1105

1011

910

796

678

552

424

297

177

72.4

0.00

155

1484

1474

1454

1425

1386

1332

1265

1190

1110

1012

909

799

678

553

425

297

177

73.6

0.00

160

1484

1475

1455

1424

1383

1333

1268

1191

1107

1015

911

798

681

553

425

297

177

72.9

0.00

165

1484

1476

1456

1425

1383

1330

1268

1196

1108

1013

911

802

679

555

425

297

175

70.1

0.00

170

1484

1477

1457

1426

1383

1330

1266

1193

1110

1018

912

799

680

556

425

297

171

65.7

0.00

175

1484

1478

1459

1428

1385

1332

1267

1193

1108

1015

911

800

681

556

426

298

170

56.7

0.00

180

1484

1480

1461

1431

1389

1337

1272

1198

1113

1020

916

804

683

558

428

299

178

58.6

2.70

185

1484

1478

1459

1428

1385

1332

1267

1193

1108

1014

911

800

681

556

426

299

177

67.5

0.00

H( ) Range:-90 -  90DEG
H( ) Interval:  1.0DEG

V(B) Range:-80 -  80DEG
V(B) Interval:  5.0DEG




Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:08 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99XPanel021W

POWER: 48W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--3 UNIT: cd

190

0 1484

5 1477

10 1457

15 1425

20 1383

25 1330

30 1265

35 1192

40 1109

45 1017

50 912

55 799

60 680

65 556

70 426

75 298

80 178

85 69.3

90 0.00

195

1484

1476

1455

1424

1382

1330

1268

1195

1107

1012

910

801

679

555

426

299

179

72.7

0.00

200

1484

1475

1454

1424

1383

1332

1267

1190

1105

1013

909

796

680

553

425

299

179

76.1

0.00

205

1484

1474

1453

1424

1384

1331

1263

1189

1108

1010

907

797

676

553

425

298

179

77.1

0.00

210

1484

1473

1453

1424

1385

1327

1263

1191

1103

1007

906

793

676

550

423

298

179

76.1

0.00

215

1484

1473

1453

1425

1382

1325

1263

1187

1100

1008

902

794

672

550

422

297

180

66.6

0.00

220

1484

1472

1453

1427

1380

1325

1264

1184

1100

1004

900

789

671

547

422

296

180

57.0

0.00

225

1484

1472

1453

1425

1378

1325

1259

1182

1099

1001

901

786

670

545

420

294

180

47.6

0.00

230

1484

1472

1454

1423

1377

1327

1256

1182

1095

1000

896

785

667

545

418

294

180

38.6

0.00

235

1484

1472

1455

1421

1377

1325

1255

1182

1092

1000

894

784

664

543

417

294

179

30.2

0.00

240

1484

1472

1456

1421

1377

1322

1254

1180

1091

998

891

782

662

541

415

294

178

22.6

0.00

245

1484

1471

1456

1420

1377

1321

1254

1177

1090

995

890

779

661

539

414

294

177

15.9

0.00

250

1484

1471

1458

1419

1378

1319

1254

1175

1089

992

889

777

660

537

413

293

176

10.3

0.00

255

1484

1471

1458

1420

1379

1318

1254

1173

1089

991

888

775

660

536

412

293

175

5.85

0.00

260

1484

1471

1457

1419

1379

1318

1254

1173

1089

989

888

774

659

535

411

292

174

2.62

0.00

265

1484

1471

1457

1418

1379

1318

1255

1172

1089

988

888

773

658

534

410

292

173

0.66

0.00

270

1484

1471

1457

1418

1380

1318

1256

1172

1089

988

888

773

658

534

410

292

173

0.00

0.00

275

1484

1471

1459

1419

1379

1317

1255

1172

1089

989

888

773

658

534

410

292

173

0.65

0.00

280

1484

1471

1458

1418

1379

1318

1255

1173

1089

989

888

774

658

535

410

292

173

2.60

0.00

H( ) Range:-90 -  90DEG
H( ) Interval:  1.0DEG

V(B) Range:-80 -  80DEG
V(B) Interval:  5.0DEG




Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:08 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99XPanel021W

POWER: 48W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--4 UNIT: cd

285

0 1484

5 1471

10 1457

15 1419

20 1379

25 1319

30 1255

35 1173

40 1088

45 990

50 888

55 775

60 658

65 535

70 411

75 292

80 174

85 5.81

90 0.00

290

1484

1472

1457

1420

1379

1319

1255

1175

1089

992

889

776

659

536

412

292

174

10.2

0.00

295

1484

1472

1456

1420

1378

1321

1254

1177

1089

994

889

778

660

538

412

292

175

15.7

0.00

300

1484

1471

1455

1421

1378

1322

1254

1180

1090

997

891

781

661

539

413

292

176

22.2

0.00

305

1484

1471

1454

1422

1377

1325

1255

1183

1092

999

892

784

663

542

415

292

176

29.6

0.00

310

1484

1472

1454

1424

1377

1327

1257

1182

1095

999

896

784

666

543

416

292

177

37.7

0.00

315

1484

1472

1454

1426

1379

1326

1260

1183

1100

1000

900

785

669

544

418

292

178

46.3

0.00

320

1484

1472

1453

1427

1380

1326

1264

1184

1100

1003

900

788

671

546

420

293

178

55.2

0.00

325

1484

1473

1453

1425

1382

1325

1263

1187

1099

1009

901

793

671

549

420

294

177

64.1

0.00

330

1484

1473

1453

1424

1385

1328

1263

1191

1103

1008

907

792

676

550

422

295

176

73.0

0.00

335

1484

1474

1453

1424

1384

1331

1264

1189

1108

1010

906

797

676

552

424

296

177

74.1

0.00

340

1484

1474

1454

1424

1383

1332

1268

1190

1106

1013

909

797

680

553

425

298

177

73.4

0.00

345

1484

1475

1455

1424

1382

1330

1268

1196

1108

1012

910

802

680

556

426

298

176

70.4

0.00

350

1484

1476

1456

1425

1382

1330

1266

1193

1110

1019

913

800

681

558

427

299

177

67.1

0.00

355

1484

1477

1458

1427

1384

1332

1268

1193

1108

1015

912

801

684

559

428

299

177

66.1

0.00

H( ) Range:-90 -  90DEG
H( ) Interval:  1.0DEG

V(B) Range:-80 -  80DEG
V(B) Interval:  5.0DEG




Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:08 September 2022 Remarks:


